Metamerie heif3t der Effekt, bei dem der Farbton zweier Lackierungen zum Beispiel bei Tagedlicht gleich aussieht,
bei einer kiinstlichen Beleuchtung, wie Garagen- oder Stral3enbeleuchtung, jedoch Farbtonunter schiede erkennen
|asst.
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URSACHEN

Abgesehen von den Besonder heiten der menschlichen Farbwahrnehmung gibt esfir das Auftreten der Metamerie
unter schiedliche Grinde:

1. Die Pigment- und/oder Basisfarbenzusammensetzung des Repar aturlackes entspricht nicht der
Pigmentzusammensetzung des Originallackes.

2. Durch Ausmischen eines unbekannten Farbtons (keine Mischformel vorhanden) ohne Farbtonkontolle bei
unter schiedlichen Lichtarten.

3. Durch Tdnen eines bekannten Farbtones ohne Beachtung der Angaben der Tontabelle, d.h. eswurde mit
Basisfarben getont, die nicht Bestandteil der Mischformel sind.

BILDER METAMERIE
VERMEIDUNG

Die Metamerieléasst sich flr unbekannte Tone nur durch die Farbtonausar beitung auf farbmetrischem Wege
vermeiden. Bei bekannten Farbtonen (Mischformel liegt vor) muss die Farbtonkontrolle bei unter schiedlichen
Lichtarten vorgenommen wer den. Es muss mit Basisfarben, die Bestandteil der Mischformel sind, und/oder nach
Angaben der Tontabelle getént wer den.

REPARATUR

Geringflgige M etamerien kdnnen dur ch gro3fléachiges Beilackier en ausgeglichen wer den. Bel starker M etamerie
muss der Farbton neu gemischt oder farbmetrisch neu ausgear beitet wer den.

DISCLAIMER

Thedata contained in this publication are based on our current knowledge and experience. I n view of the many
factorsthat may affect processing and application of our products, these data do not relieve processors from carrying
out their own investigations and tests; neither do these data imply any guarantee of certain properties, nor the
suitability of the productsfor a specific purpose. Any descriptions, drawings, photographs, data, proportions, weights
etc. given herein arefor general information purpose only; they may change without prior information and do not
constitute the agreed contractual quality of the products (product specification). The latest version supersedes all
previous versions. You can obtain the latest version from our website at www.rmpaint.com or directly from your
salespartner. It istheresponsibility of the recipient of our productsto ensurethat any proprietary rightsand existing
laws and legislation are observed.
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